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K750 Lubrication Chart Translation (Enter your preferred Lubricant Grades)

Action Mechanism Chart # Lubricant Grade # of
points
Summer | Winter
Engine Survey
Before starting and at stops on a long trip
Check | Level of engine oil 5 | | 1
Maintenance Service No.1
After each operation
Fill with Oil Engine Crankcase 5 1
Grease Gearshift mechanism 7 1
Oil Air Filter screen check, (summer 500km, 8 1
dusty conditions 150-200 km) Winter
1000km
Maintenance Service No. 2
(Every 1000 km) In addition to No. 1 above
Replace Engine Crankcase Oil 5 1
Add Add to gearbox leve if necessary 6 1
Grease Wheels and steering 10 3
1 2
Grease Battery terminals after removing Dielectric Dielectric
oxidation
Maintenance Service No. 3
(Every 2000 km) In addition to No. 1 and No. 2
Replace Remove wheel bearings and repack 10 3
Grease Front Shock Absorbers 17 2




Translated by Curt Peredina 2006 http:/ /www.curtperedina.com

Action Mechanism Chart # Lubricant Grade # of
points
Summer | Winter
Maintenance Service No. 3 (continued)
Grease Throttle Handle 18 1
Clutch and Hand Brake 16 2
Brake Pedal 15 1
Distributor Shaft 3 1
U Joint (Kardan) 9 1
Swingarm and fender 1
Luggage Compartment and Lock
Speedometer Cable 2 1
Axles and Brakes 11 2
Check Add oil to the final drive if required 12
Every 4000 km in addition to No. 3
Replace Transmission Lubricant 6 1
Engine Crankcase 12 1
Grease Rear Generator Bearing 4 1
Sidecar Chuck Clamps 14 2
Every 8000 km in addition to Maintenance Service No. 3 Above
Replace Steering Column Bearings and repack 1 2
Lubricant
Spring-Hydraulic Shocks 6 1




